HUVYK SPOL. S. R. O.
P. O. Hviezdoslava 843/22,
018 51 Nova Dubnica
spol.sr. 0. tel.:+421 42 44 311 82, mail: info@huvyk.sk

Nazov produktu: Zavesna hlava

Norma: EN 1677-4

Menovite rozmery (mm) Hmotnost]Pracovné zatazenie Trhacie

Owml[ AT BT D[S al5b]d ke/ks (t) zataenie (kN)
6,00 |135,0( 75,0 18,0 7,5 | 54,0 25,0 14 1,3000 2,36 92,6
7,00 |135,0|75,0|18,0| 7,5 | 60,0 36,0]14,0 1,4000 3,15 124
8,00 |160,0(90,0| 22,0 7,5 | 70,0 34,0 16,0 2,3000 4,25 166
10,00 |180,0/100,0] 25,0 { 11,0 | 85,0 | 40,0 | 18,0 3,3000 6,70 262
13,00 ]200,0|110,0] 32,0 | 13,0 |115,0] 50,0 | 22,0 6,0000 11,20 439
16,00 | 26,0 |140,0] 37,5 17,0 |140,0| 65,0 | 25,0 9,5000 17,00 666
18,00 ]340,0|180,0| 46,5 | 21,5 |180,0/100,0] 32,0 20,0000 21,2 832
20,00 ]350,0/190,0| 50,0 | 20,0 |180,0{100,0| 32,0 23,0000 26,50 1040

Material 20CrNiMo
Materidl

Pozinkované a lakované
Povrch




